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The propagation of highly nonlinear signals in a branched two-dimensional granular system was investigated
experimentally and numerically for a system composed of chains of spherical beads of different materials. The
system studied consists of a double Y-shaped guide in which high- and low-modulus/mass chains of spheres are
arranged in various geometries. We observed the transformation of a single or a train of solitary pulses crossing
the interface between branches. We report fast splitting of the initial pulse, rapid chaotization of the signal and
impulse redirection and bending. Pulse and energy trapping was also observed in the branches. Numerical
analysis based on Hertzian interaction between the particles and the side walls of the guide was found in
agreement with the experimental data, except for nonsymmetric arrangements of particles excited by a large
mass striker.
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I. INTRODUCTION
The study of the dynamical response of ordered low di-
mensional granular systems has recently received increasing
attention, deriving from a broad range of interesting physical
phenomena that have been unveiled 1–20. The study of
one-dimensional systems composed of a uniform chain of
beads has allowed the theoretical and experimental discovery
of a new highly nonlinear dynamic behavior in solids, sup-
porting the formation and propagation of highly nonlinear
compact solitary waves 1–3. In addition the study of the
highly nonlinear behavior at the interface between two
highly nonlinear media allowed the discovery of interesting
new dynamical effects arising from the local self-
organization of the granules in close proximity to the inter-
face 4,5,10–12,17. Interfaces between two strongly nonlin-
ear or linear/strongly nonlinear systems may exhibit
“acoustic diode” behavior 11. Strongly nonlinear systems
composed of particles with different masses exhibit band gap
effects that are tunable by initial precompression 19–21. At
higher dimensions, under static and quasistatic loading,
structural features of the granular state include filamentary
force stress chains, i.e., chains of granules with preferred
contacts for force/pulse transmission 22–24. In particular,
dynamic stress chains can be a source of hot spot formation
and were studied in 25,26 for two-dimensional particle
beds.
The experimental study of pulse propagation in these
chains is essential for a better understanding of the response
to dynamic impulse propagation in three-dimensional sys-
tems 27. The passage of a highly nonlinear solitary wave
from a one-dimensional chain of beads through a two-
dimensional geometrical bifurcation is also a matter of inter-
est due to the non uniqueness of the outcome of this interac-
tion based on conservation laws of energy and momentum.
The outcome of this study may lead to possible engineering
application in acoustic signals transmission and transforma-
tion. In this paper we describe the experimental observation
of highly nonlinear solitary waves propagating through such
interfaces and support our findings with a discrete numerical
analysis of the systems. We study uniform assemblies com-
posed of PTFE polytetrafluoroethylene and stainless steel
beads, as well as heterogeneous structures composed of a
combination of steel and polymer spheres including
Parylene-C coated steel beads.
II. EXPERIMENTAL SETUP AND RESULTS
The experimental setup consists of a guide in which one
chain contacts two others to allow splitting, redirecting and
recombining the compressive pulse formed in the first chain
by impact 27 see Fig. 1 for the experimental and numeri-
cal setup. To create the two-dimensional system, we used a
total number of 132 beads of uniform diameter 4.76 mm,
composed of different materials: the high mass 0.45 g, high
elastic modulus steel nonmagnetic, 316 type beads 11; the
small mass 0.123 g, low-modulus PTFE beads 14 and the
high mass 0.45 g, low elastic modulus Parylene-C coated
steel beads with slightly larger diameter 4.86 mm 16. The
thickness of the Parylene-C coating was 50 m. The prop-
erties of the materials composing the beads used in this study
are summarized in Table I.
The beads were arranged in a horizontal PTFE guide with
5 mm diameter half-cylindrical grooves carved in a dia-
mondlike double-Y shape, with bifurcation angles of 60° be-
tween the two branches see Fig. 1a for a schematic. Four
calibrated piezosensors were embedded inside particles in
the system as described in 3–5,14–17 see Fig. 1b and
connected to a Tektronix oscilloscope, allowing for calculat-
ing the signal’s speed and monitoring the wave’s shape.
Pulses were generated with swinging spherical steel strikers
of different masses 0.45 and 5.33 g at various impact ve-
locities 0.1–1.0 m/s.
The results of a first set of experiments performed on
uniform systems composed of all stainless steel beads are*Corresponding author
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presented in Fig. 2a and 3c and for all PTFE beads in Fig.
3a. Sensors were positioned in each one of the branches as
pointed by the lines in the corresponding curves e.g., 12th in
stem 1 means the sensor was placed in the 12th particle
counting from the impacted end, and fourth in branch means
a sensor placed in the fourth particle counting from the bi-
furcated interface, to monitor the shape and duration of the
pulses before and after the bifurcated interface. Waves were
excited by a steel striker with a mass 0.45 g or 5.33 g as
indicated in the captions of the corresponding figures.
A second set of experiments was performed on composite
systems with asymmetric branches where the stainless steel
beads in one of the branches were replaced with polymer
based low modulus and/or low mass particles refer to Fig.
1a where the dark beads represent, in this case, the PTFE
particles and the white beads the stainless steel one. This set
up was chosen to analyze the wave behavior in highly non-
linear systems having a completely new type of interfaces,
connecting bifurcating branches with different masses and
signal’s speeds. This arrangement is important to understand
the fundamental mechanisms governing the responses of
force chains in three-dimensional systems and also to create
practical devices for signal phase shifting, pulse scrambling
and energy trapping within one of the branches. Results ob-
tained in the stainless steel/PTFE based system are shown in
Fig. 4a, where a 0.45 g striker was used to excite a single
solitary wave in the first 19 beads before the interface.
The last system tested was arranged similarly to the pre-
vious case, with Parylene-C coated steel beads replacing the
PTFE particles in one of the system’s branches. In this case
the mass of the particles was maintained uniform, and only
the value of the elastic modulus was varied between the two
branches. The experimental results for a single solitary wave
and a train of solitary waves initially excited in the system
using strikers with different masses are shown in Figs. 5a
and 6a correspondingly.
III. NUMERICAL MODELING
The dynamics of the experimental system under consider-
ations is necessarily affected by irreversible phenomena, like
e.g., friction and plasticity. Nevertheless we hereafter adopt a
simplified nondissipative model, in agreement with the stan-
dard models in the literature cf. 3. It was shown that the
use of an approach without dissipation is justified for the
explanation of the main features of strongly nonlinear waves
in systems composed by a relatively small number of grains
TABLE I. Properties of the materials composing the highly nonlinear systems tested.
Elastic modulus
GPa Poisson ratio
Density
kg /m3
Bead mass
g
Stainless steel beads 14,16 193 0.30 8000 0.45
PTFE beads 14 1.46 0.46 2200 0.123
Parylene-C coating 16 15 0.38 1289 0.45
FIG. 1. Color online a Experimental setup showing the dia-
mond shaped guide and indicating the number of beads composing
each portion of the system. b Schematic of the composition of a
particle with an embedded piezogauge.
FIG. 2. Color online Highly nonlinear waves propagating in
the Y-shape guide composed of all stainless steel particles. a Ex-
perimental data corresponding to the transformation of a solitary
wave excited by an identical steel striker traveling at 0.585 m /s
in the first horizontal branch. The y-axes scale is 2.5 N per division.
b Corresponding numerical results. The y-axes scale is 2.5 N per
division.
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4–6,9,11,12,14–20,27–29. In detail, we model each setup
described in the previous section as a system of N spheres
P1 , . . . ,PN interacting through Hertzian unilateral potentials
3. A schematic diagram showing the notation used for the
modeling is depicted in Fig. 7.
Let us denote the particle centers of mass by G1 , . . . ,GN;
the correspondent Cartesian coordinates by
x1 ,y1 , . . . , xN ,yN; the particle masses by m1 , . . . ,mN; and
the particle radii by r1 , . . . ,rN. We collect the Cartesian co-
ordinates x1 ,y1 , . . . , xN ,yN into a numerical vector q of
generalized coordinates, which owes M =2N components
q1 , . . . ,qM, such that q2i−1=xi, and q2i=yi, for i=1, . . . ,N. We
also define a numerical vector p of M generalized momenta
p1 , . . . , pM, which are defined as follows: p2i−1=mx˙i; p2i
=my˙i, i=1, . . . ,N, where the dots over variables denote
time derivatives.
Given an arbitrary couple of particles Pi ,P j, it is con-
venient to introduce the two points Pij and Pji, which coin-
cide with the intersection of the segment Gj −Gi with the
boundary of Pi, and the intersection of Gi−Gj with the
boundary of P j, respectively Fig. 7. We let x i, x j, y i, and y ji
indicate the positions vector of Gi, Gj, Pij; and Pji, respec-
tively Fig. 7. The following scalar quantities
ij = − y ji − y ij · n ij 1
indicate the particle relative displacements i , j
=1, . . . ,N ; i j, which are negative when Pi and P j form a
FIG. 3. Color online Trains of highly nonlinear waves propagating in uniform systems composed of all PTFE and all stainless steel
beads showing the experimental a,c and corresponding numerical data b,d. In the latter, the curves plotted correspond to the same sensor
position as in experiments. a Waves excited by a 0.45 g striker in a PTFE based system at 0.25 m /s impact velocity. The y-axes scale
for all curves is 0.2 N per division. b Numerical simulations corresponding to a. The y-axes scale for all curves is 0.5 N per division. c
Waves excited by a 5.33 g steel striker in a stainless steel based system at 0.18 m /s. The y-axes scale for the top curve is 2 N per division
and 1 N per division for the other curves. d Numerical simulations corresponding to c. The y-axes scale for all curves is 5 N per division.
The curve with the fastest impulse propagation corresponds to the signal recorder from the branch composed of steel beads. The top curves
are shifted on different divisions to ease readability. e Density plots of numerically computed particle forces N in the subsystem of Figs.
3c and 3d composed of stem 1–steel branch either branch 1 or branch 2, due to symmetry and stem 2 full steel system. The horizontal
axis is labeled according to particle site along each branch and the vertical axis gives the time step number each time step=310−6 s.
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gap and positive when instead such particles penetrate each
other. Here, n ij is the unit vector of the direction Gj −Gi and
 ·  denotes the scalar product between vectors.
Using the settings above, the dynamics of the system in
Fig. 1 is described by the Hamiltonian 30
H = 
i=1
N  p2i−12 + p2i22mi  + i=1
N

ji
Vijij , 2
where Vij denotes the interaction potential associated with
the couple of particles Pi ,P j. Following 1–3, we describe
particle interactions through the unilateral Hertz contact law
Vij =
2
5
ijij
+5/2, 3
where ij
+ is the positive part of ij and
ij =
4 EiEj	 rirj
ri + rj
3Ei1 − v j
2 + 3Ej1 − vi
2
, 4
Ei and vi being the Young modulus and the Poisson ratio of
Pi, respectively Table I.
FIG. 4. Color online Highly nonlinear waves propagating in
the diamond-shaped holder having one of the branches filled with
PTFE beads and the rest of the structure composed of stainless steel
particles. a Experimental data corresponding to the transformation
of a solitary wave excited by a 0.45 g striker traveling at
0.20 m /s in the first horizontal branch. The y-axes scale for the
top two curves is 2 N per division, while it is 0.2 N per division for
the two lower curves. b Corresponding numerical results. The
y-axes scale is 2 N per division except for the third curve from the
top green where it is 0.4 N per division. The curve with the fastest
impulse propagation corresponds to the signal recorder from the
branch composed of steel beads. The top curves are shifted on dif-
ferent divisions to ease readability. c Density plots of numerically
computed particle forces N in the subsystem of Figs. 4a and 4b
composed of stem 1–PTFE branch and stem 2. The horizontal axis
is labeled according to particle site along each branch and the ver-
tical axis gives the time step number each time step=310−6 s.
FIG. 5. Color online Highly nonlinear waves propagating in
the diamond-shaped holder having one of the branches filled with
Parylene-C coated steel beads and the rest of the structure com-
posed of bare stainless steel particles. System excited by a 0.45 g
striker traveling at 0.50 m /s. a Experimental data, the y-axes
scale is 2 N for the two top most curves, 0.4 N per division for the
third curve and 0.1 N for the bottom curve. b Numerical simula-
tions, the y-axis scale is 5 N per division for the two topmost
curves, 1.25 N for the third green and 2.5 N for the bottom red
curve. The curve with the fastest impulse propagation corresponds
to the signal recorder from the branch composed of steel beads. The
top curves are shifted on different divisions to ease readability. c
Density plots of numerically computed particle forces N in the
subsystem of Figs. 5a and 5b composed of stem 1–Parylene-C
coated branch and stem 2. The horizontal axis is labeled according
to particle site along each branch and the vertical axis gives the time
step number each time step=310−6 s.
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For the numerical treatment of the Parylene-C coated par-
ticles we considered that the particle’s stainless steel core
behaved as a rigid body and that the depth of the deformed
contact zone was always smaller than the thickness of the
coated layer. At time zero the particles are assumed to be in
point contact with each other, reproducing the experimental
setup for the various geometries. We model the Y-shaped
guides as particles with infinitely large radii “walls” and
materials properties of PTFE. In other words, the ith guide is
regarded as a particle with constant generalized coordinates
xi ,yi during the motion; n ij always coincident with the out-
ward normal to the guide for any j; having Ei and vi coin-
cident with those of PTFE beads in Table I; and ri→. For
each particle and at each instant, we compute the force
F¯ i =
1
2j
Vij
ij

n ij · k i
 , 5
where ki, is the unit vector of current displacement vector of
Pi. Such a quantity can be usefully compared with force
measurements performed through embedded piezosensors.
The Hamilton equations of motion of the system 30
p˙m = −
H
qm
, q˙m =
H
pm
6
form a system of 2M first order differential equations in the
unknowns qm , pm, to be solved with the aid of the initial
conditions pmt=0= pm
0
, qmt=0=qm
0
, for given pm
0 and
qm
0 m=1, . . . ,M. Equations 6 were solved numerically
through a Runge-Kutta integration scheme 31, assuming a
time integration step 	t=10−6 s, which ensured relative er-
rors lower than 10−5 in the total energy conservation E=H
=T+V=const. The results of numerical calculations are pre-
sented in Figs. 2b, 3b, 3d, 3e, 4b, 4c, 5b, 5c,
6b, and 6c coupled with corresponding experimental re-
sults for convenient comparison.
IV. DISCUSSION
We begin discussing the behavior of a single highly non-
linear solitary wave crossing a Y-shaped interface in a uni-
form system to understand qualitatively and quantitatively
how a single solitary wave splits into two symmetric
branches with similar particles. In this particular system, the
behavior of the solitary wave may be predicted using conser-
vation laws of momentum and energy before and after the
interface. This can be achieved by using the concept of “ef-
fective mass” of a solitary wave equal to about 1.4 times the
mass of one particle in the chain 9,28, and by assuming that
only single solitary waves represent the reflected and trans-
mitted signals in each branch.
From the conservation laws point of view this case is
analogous to the well-known behavior of a billiard ball hit-
(c)
FIG. 6. Color online Highly nonlinear waves propagating in
the diamond-shaped holder having one of the branches filled with
Parylene-C coated steel beads and the rest of the structure com-
posed of bare stainless steel particles. System excited by a 5.33 g
striker traveling at 0.35 m /s. a Experimental data, the y-axes
scale for the three topmost curves is 5 N per division and 0.5 N per
division for the last bottom curve. b Numerical simulations, the
y-axis scale is 10 N for all curves except the bottom red curve that
is 5 N. The curve with the fastest impulse propagation corresponds
to the signal recorder from the branch composed of steel beads. The
top curves are shifted on different divisions to ease readability. c
Density plots of numerically computed particle forces N in the
subsystem of Figs. 6a and 6b composed of stem 1–Parylene-C
coated branch and stem 2. The horizontal axis is labeled according
to particle site along each branch and the vertical axis gives the time
step number each time step=310−6 s.
FIG. 7. Schematic showing the notation used in the numerical
modeling.
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ting with velocity vp two other similar balls of equal mass
being at rest and arranged in a geometry similar to
Y-junction. At the same time there is a qualitative difference
between the impact of three balls and the interaction of a
highly nonlinear solitary wave with a Y-shaped symmetric
junction between uniform chains. It is due to the fact that
energy and momentum conservation laws result in uniquely
defined velocities of the three billiard balls after their inter-
action, while there are infinite numbers of combinations of
transmitted and reflected solitary waves which can satisfy
conservation laws in the latter case. For example, if we as-
sume that incident solitary wave with linear momentum I0
resulted in a single reflected solitary wave with linear mo-
mentum I1 and n solitary waves in each of the branches with
equal amplitudes and linear momentum I2 then, for this spe-
cific symmetric arrangement of balls Fig. 1a, these values
are equal to
I1 =
3n − 2
2 + 3n
I0, and I2 =
2	3
2 + 3n
I0. 7
To address this issue we compare experimental data with
numerical simulations of the discrete elements and with pre-
dictions followed from conservation laws Eqs. 7, n=1. In
this case, we used a separate experimental setup consisting of
only the first half of the diamond-shaped guide. We filled
three branches the incoming stem—stem 1, and two
branches after the Y-interface with 65 identical stainless
steel particles 19 particles in the stem 1 and 23 particles in
each branch. Four particles with embedded sensors were
placed at positions 12th and 16th in stem 1 and at positions
4th and 8th in one of the branches to measure the signals’
speed and amplitude. A single solitary wave was created in
stem 1 by impacting the first particle with a striker identical
to the particles in the system. Figures 2a and 2b show the
experimental data and the corresponding numerical results in
the case when the chain was excited by the striker with a
0.585 m/s impact velocity the impact velocity was measured
using an optical velocimeter connected to a digital oscillo-
scope.
It is important to note that after the interaction of the
incident solitary with the Y-junction interface, two identical
single solitary waves were transmitted in the branches. In
addition, a reflected solitary wave was observed propagating
backward from the junction in stem 1. This reflected wave
was evident both in experiments and numerical calculations
see Fig. 2, in which the top two lines, represent the sensors
placed in stem 1. No other significant signals were observed
in experiments and calculations. The incident solitary wave
speed Vi in stem 1, the transmitted solitary wave speed Vt in
the branches and the reflected solitary wave speed Vr in stem
1 were calculated from the experimental data: Vi
=566.96 m /s, Vt=506.64 m /s and Vr=415.92 m /s result-
ing in the ratios Vt /Vi=0.894 and Vr /Vi=0.734. The corre-
sponding velocity ratios obtained from the numerical simu-
lations were Vt /Vi=0.917 and Vr /Vi=0.688 in good
agreement with the experimental results. It is remarkable that
the solitary wave transmission across the interface was ac-
complished on the space scale of only a few particles 4
from the junction.
The maximum force Fm in a solitary wave is related to
the linear momentum I of the solitary wave as Fm I6/5 3.
Based on linear momentum conservation laws Eq. 7 the
ratio of the maximum force in the incident solitary wave
over the maximum force in the transmitted solitary wave
assuming n=1 in each one of the branches should be equal
to 1.6. Accordingly, the ratio of the maximum force in the
incident wave over the maximum force in the reflected wave
should be 6.9. These ratios are in excellent agreement with
the ratios obtained comparing the incident, transmitted and
reflected solitary waves in numerical calculations Fig. 2b.
In experiments, the ratio of the maximum force in the inci-
dent solitary wave measured in the 16th particle from the
striker side over the maximum force in the transmitted soli-
tary wave measured in the 4th particle after the interface
was found to be equal to 2. Similarly, the ratio of the maxi-
mum force in the incident wave over the maximum force in
the reflected wave measured in the 16th particle from the
striker side was found to be 8.4. Such higher values found in
experiments could be explained by the participation of the
guide walls in the elastic interaction of the incident wave
with the Y-junction, by dissipation and/or by asymmetries in
the contacts geometry at the junction. This agreement be-
tween the numerical data and experimental results with the
predictions based on conservation laws Eqs. 7 suggests
that it is possible to consider solitary waves as quasiparticles.
Similar conclusions can be drawn based on the measured
solitary wave speeds, considering the proportionality be-
tween solitary wave speed and momentum as Vs I1/5 3.
These relations can be employed to tune the behavior of the
solitary wave splitting at the Y-junction for specific applica-
tions like signal redirection, energy trapping and for the
design of protective systems.
The behavior of a train of solitary waves interacting with
symmetric, identical branches and later merging back into a
single chain is presented in Figs. 3a and 3b for PTFE and
in Fig. 3c and 3d for stainless steel beads. For the PTFE
based system refer to Fig. 3a for experiments and Fig. 3b
for the corresponding numerical analysis, the wave train,
after crossing the first interface, appears to split in two iden-
tical trains, with amplitude about half of its initial one. It is
interesting to notice that the presence of dissipation in ex-
periments tends to attenuate the propagation of the reflected
pulses from the bends and junctions, though visible in the
numerical results Fig. 3b. The ability of the waves in the
branches to recombine together in the final stem demon-
strates the capability of the pulses in such system to undergo
150° and 120° bends despite energy losses and interaction
with the walls. Similar results were observed also for the
stainless steel based system Figs. 3c and 3d, where the
presence of reflections from the walls, in particular deriving
from the pulse particles interaction at the bends, is more
evident refer to the irregular pulses in Figs. 3c and 3d for
the 27th and 43rd particles in the branches. A numerical
density plot of the forces traveling in the full steel system is
reported in Fig. 3e. One observes some “scattered” trapping
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effects, due to the interactions of the beads with the guides.
Next, the response of asymmetric systems was analyzed.
For these tests the two branches of the Y-shaped guide were
filled with particles of different materials, while the stems
were always filled with stainless steel particles. The first of
such systems was composed of branches filled with stainless
steel and PTFE particles Fig. 4. This particular arrangement
was selected because the two materials have a well-known
highly nonlinear response 2,6,12,14,15 and a large differ-
ence in the signal speed. A single solitary wave was excited
in the initial chain using a stainless steel bead as the striker.
It is evident both from the experiments and the numerical
results Figs. 4a and 4b correspondingly that once the
excited pulse reaches the interface it splits asymmetrically in
the two branches. The speed of the signal in the stainless
steel branch is estimated to be 4 times larger than the speed
of pulse traveling in the softer PTFE branch. The system
supports the propagation of a leading solitary waves in the
two branches, although the properties of the solitary waves
are different in the two branches. In addition the numerical
results reports the presence of small amplitude reflections
from the 120° bends. The pulses formed in the softer PTFE
section appear to remain trapped between the two stems and
to “bounce” back and forth with a behavior similar to
17,31. We confirmed this effect with force-density plots
Fig. 4c, showing the time history of numerically com-
puted particle forces in the subsystem composed of stem 1,
PTFE branch and stem 2. This phenomenon can be useful for
several practical applications ranging from acoustic delay
lines and shock/energy trapping.
Results obtained from an interface composed of stainless
steel and Parylene-C coated beads are reported in Figs. 5 and
6. Such system creates a special interface featuring particles
with uniform mass but with different elastic moduli between
the two branches. Experiments Fig. 5a showed that when
a single incident solitary wave excited in the initial chain
propagated through the first bifurcated branch, the signal
split into two parts: one composed of a leading solitarylike
pulse in the bare stainless steel branch see second curve
from the top in Fig. 5a; and the other composed of a train
of 4 solitarylike pulses that propagated in the Parylene-C
coated section third curve from the top in Fig. 5a. Such
wave-train formation in the softer, but equally heavy,
Parylene-C section was fairly unexpected. It could be caused
by the complex dynamic response of the elastically softer
polymeric coating, different from the assumed behavior of
rigid particles with elastic modulus similar to Parylene-C
the numerical model used does not account for the dynamics
of “layered” coating on the beads. The numerical analysis
Fig. 5b developed for the coated particles assumed homo-
geneous beads with the mass of a steel particle and the elas-
tic modulus of Parylene-C. The modeling is not able to cap-
ture entirely the particular multipulse effect observed in
experiments, although showing an overall qualitative agree-
ment with the experimental data. It is relevant to mention
that both in the case of the impact with a small striker 0.45
g, and in the case of the impact with a large striker 5.33 g,
the peak values of the relative displacements calculated
numerically between the beads of the Parylene-C branch
were of the order of 10 m with a coating thickness of
50 m. The average values were of the order of 5 m in
the case of the large striker, and of the order of 2 m in the
case of the small striker. These values of displacements sug-
gest that the contact interaction between particles remained
confined to the coating layer.
Pulse trapping analog to the one reported for the PTFE
case is also observed, as shown in Figs. 5a and 5b and in
the density plot of Fig. 5c. These results are relevant to
underline the presence of self phase-shifting in the system
and they suggest possible applications of such structures as
delay lines, pulse scramblers and chaotization devices.
Analogous results were obtained when testing the same
beads configuration exciting a train of solitary pulses in the
first stem of the system see Figs. 6a–6c. In this case, the
signal detected on the 5th particle in the stem 2 bottom
curve in Figs. 6a and 6b shows clearly the separate ar-
rival of the train of waves from the steel branch at 0.6 ms
from the triggering time and from the Parylene coated sec-
tion, at 1.4 ms, triggering a “delay” effect on the pulse
arrival. Besides the observation of the described incident and
transmitted pulses, a complex dynamic “rattling” among the
beads and reflections from the bends and the interfaces is
also observed. This is evident in the signal detected by the
sensors located in particle number 7 in the branches and in
particle number 5 in the stem 2 see Figs. 6a and 6b, and
in the corresponding density plot shown in Fig. 6c. Such
complex dynamic rattling and reflections from the holder are
also the likely cause of the observed large amplitude second-
ary train of waves visible in the fourth curve of Fig. 6a
corresponding to the gauge in 5th particle in stem 2. This
unusually high amplitude signal was observed only in sys-
tems presenting nonsymmetric arrangement of particles in
the two branches when such systems are excited with a large-
mass striker. We connect this behavior with possible particles
misalignment in the experimental setup in the vicinity of the
Y-junction interface. We plan to investigate this phenomenon
in future publications.
V. CONCLUSIONS
The behavior of strongly nonlinear waves in two-
dimensional granular branches resembling typical force-
chains present in three-dimensional assemblies was studied
in this work. We describe the behavior of incident and trans-
mitted pulses across interfaces and demonstrated experimen-
tally the ability to bend, split, scramble, trap, and delay
single and trains of solitary wavelike pulses. The presented
results provide a simple model system for tailoring the be-
havior of pulses propagating in multidimensional systems
composed from granular chains. In addition, we analyzed the
behavior of a pulse propagating through the interface be-
tween steel and polymer coated steel beads and showed the
unexpected decomposition of a single solitary wave into a
train of 4–5 separated pulses. The principles demonstrated
here can be utilized for the design of new composite struc-
tures and devices.
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